We analyze the possibility of taking advantage of artificial muscle's own stiffness and damping, and substituting it for a classic proportional-integral-derivative controller (PID) controller an I controller. The advantages are that there would only be one parameter to tune and no need for a dynamic model. A stability analysis is proposed from a simple phenomenological artificial muscle model.
Introduction
Artificial muscles are a special class of soft actuators thus named because they behave in a phenomenological-as opposed to anatomical-manner and, to some extent, behave like skeletal muscle. This means that, independently of its anatomical structure, the artificial muscle is entirely characterized by its so-called tension-length and tension-velocity curves which play the role of reference models for defining a rectilinear artificial muscle. We will consider in this article the case of rectilinear artificial muscles and, especially, one of its best-known realizations, the pneumatic McKibben artificial muscle. In a general manner, rectilinear fluidic artificial muscles are very promising for actuating soft robots or exoskeletons, but their highly nonlinear character makes their control particularly difficult. From the time the -rubber actuator‖ appeared in its renewed version designed by the Japanese tire manufacturer Bridgestone, multiple attempts have been made to control robots actuated by McKibben artificial muscles, by means of neural network control [1] [2] [3] , fuzzy logic-based control [4, 5] , adaptive control [6, 7] , sliding mode control [8] [9] [10] [11] , or nonlinear model-based control [12, 13] . Although relevant results were reported, these generally complex control approaches need to tune a relatively large number of parameters and their performances in a large class of movements is rarely discussed. Recently, Woods et al. [14] proved that it is possible to control a McKibben artificial muscle actuator using a fairly simple method that does not require a system model and nor any tuning of parameters. In a similar spirit, we try to analyze, in the framework of this paper, the relevance of a one-parameter linear integral action for accurately controlling in a closed-loop the contraction of any artificial muscle characterized by its own stiffness and damping. The main idea of our approach is that the natural stiffness and natural damping of any artificial muscle could play the role, in its closed-loop positioning control, of the -P‖ and -D‖ actions of a classic proportional-integral-derivative controller (PID). It is worth noting that we will not attempt in this paper, to compare the performances of this I controller with a full three-gain PID controller. It is possible that, in some particular cases, a PI or a PID controller is able to generate a quicker response than the simple proposed I controller, but the primary goal of our work is to highlight the possibility of controlling the artificial muscle with a one-gain I action with robustness properties. Although artificial muscles are nonlinear complex systems, they globally behave like damped -active‖ springs whose stiffness can be controlled by some variable mimicking of the neural activation. This is the fundamental nonlinear specificity of any artificial muscle, rendering possible the use of a single I action for which it is well known that it cannot be used for closing the loop of a linear actuator. If, as we propose, the P and D actions are now internal to the actuator itself, only an internal I action is necessary to make equal to zero the steady-state error due to friction and gravity. Let us note that, as for a classic PID approach, no dynamic model-generally difficult to obtain in the case of an artificial muscle-is required in this method. It is even expected to manually tune the single integral gain, assuming that increasing it also increases the system quickness as long as stability is verified. Our paper is organized as follows: in section two, we first analyze the relevance and efficiency of this idea in a theoretical way from a rectilinear artificial muscle model for which we simulate its closed-loop control with a single linear integral action (part of this work was already published at the 2013 IEEE Int. Conf. on Mechatronics, in Vicenze, Italy [15] , but the present article tries to be more accurate in the closed-loop dynamic analysis including stability conditions and also reports original results for the closed-loop control of McKibben artificial muscles with sheaths made of non-fibrous materials); in section three, we report experimental results performed both in step response and sinus-wave tracking, with various embedded loads, on three prototypes of McKibben muscles with sheaths that are braided with three different materials.
Closed-Loop Control of the Contraction of a Typical Rectilinear Artificial Muscle by Means of a Linear Single Integral Action

A Simple Artificial Muscle Phenomenological Model with a Damping Component
N. Hogan proposed in his seminal 1984 paper [16] a very simple and elegant model of the active tension of the skeletal muscle as a linear relationship with current length muscle, whereby the constant slope is proportional to a normalized control variable u varying between 0 and 1 and representing the neural activation. Let us consider a rectilinear artificial muscle deprived of any passive elongationwhich is the case of the McKibben muscle-and let us define its x contraction length as the always positive difference between its initial length l 0 and its current length l. If we assume that the artificial muscle x contraction length can vary, independently of u, from 0 to a maximum value denoted x max at which the contraction force is equal to zero, we can consider, in Hogan's spirit, the following relationship between the static force F stat and length x:
where F max represents the maximum isometric muscle force corresponding to a zero-contraction and a unit-normalized control value. However, such a model driving a given inertia is not asymptotically stable: a damping factor is indeed necessary to give stability to the system. Let us call ) , , ( x x u F damp  this damping force whose nature depends on the artificial muscle physics. We have now the full artificial muscle model force F dyn versus length x as follows:
We assume that the artificial muscle drives a given load M against gravity and that during contraction its own mobile weight is equal to m. We deduce the following dynamic equation of the artificial muscle + load system:
This equation can be normalized by dividing all terms by F max ; we deduce the following equation in which r m = mg/F max , r M = Mg/F max and r damp = F damp /F max :
In order to simulate the dynamic behavior of this model we must specify the damping force. This can be particularly complex due to the soft character of the artificial muscle and to shape changing of materials during muscle contraction. In the framework of our study, we will consider two simplified models. The first one corresponds to a linear viscous friction force whose constant coefficient will be denoted as f v :
The second considered friction model is much more original; it was inspired by our own work about McKibben muscle modeling [17] , but it is also in accordance with studies specifically dedicated to friction phenomena inside McKibben muscle sleeve [18] . Because we neglect fluidic phenomena occurring inside the devices feeding the McKibben artificial muscle, no specific viscous damping will be directly considered in this model of the McKibben artificial muscle model. However, according to our previous work, complex static and kinetic friction phenomena, depending on the control pressure, sleeve material and sleeve geometry, can explain the typical damping which can be observed in open-loop control of this artificial muscle. We think, moreover, that such damping results from a kinetic friction which does not obey third Coulomb's law i.e., kinetic friction would not be independent of the sliding speed and even would increase with this speed, as this is observed in textile physics [19] . In the case of our general model, we propose to specify such an original friction model as follows:
where F s represents a constant static friction force and F k a constant limit-kinetic friction force to which the current friction force asymptotically tends with a speed constant equal to k x  (see Figure 1c ). In the case of a classic mechanism of friction, this speed constant is quite high and the considered bound friction force corresponds to a kinetic friction lower than the static friction. In the case of our textile-inspired friction model, the bound kinetic friction force is considered to be higher than the static one. This proposed nonlinear static-kinetic friction model, however, does not take into account the change of the contact surface during contraction for which no peculiar assumption is made. It is worth noting that this model cannot be considered as an accurate dynamic model of the McKibben artificial pneumatic, due to the fact that the static relationship of Equation (1) is too far away from the real tension-length curve of a McKibben muscle but, we propose that this model is sufficient to put into light the dynamic performances of the artificial muscle contraction resulting from the proposed friction model that we will then check experimentally.
Closed-Loop Position Control with a Single Integral Action
However linear or nonlinear the damping component may be, this dynamic model is essentially nonlinear due to the presence of the term in -ux.‖ The fundamental idea of our approach consists of considering this term as a kind of nonlinear proportional action term and to close the positioning loop by a pure integral action term of constant k I parameter. Let us consider a desired x d position (constant or variable). By substituting the corresponding closed-loop u-control into Equation (4) we get:
Let us derive this equation with respect to time; we get:
Let us assume that the closed-loop system is stable and that, during contraction, u remains lower than 1 and x lower than x max : when t tends to infinite, x tends to some  x -with all derivatives equal to zero-given by the following equation: (9) In order to check the possibility of converging towards the desired x d position and to analyze the performances of the I controller during the transitory state, we simulated first the artificial muscle model with the linear viscous damping in response to a desired position step from zero to x d = 7 cm, while x max = 10 cm, and a viscous ratio (f v /F max ) = 0.5 s/m is considered. Moreover, in order to take into account the signal transmission during the initial setting up of the control, a first order ) 1 (
with T = 0.05 s was added to it. We give in Figure 1a the results obtained for a load/maximum force ratio r M = 0.1, while r m = 0.05 and various values of the k I parameter. The system appears to be largely stable-this point will be discussed in next paragraph-with the possibility of empirically determining some -optimal‖ value combining no overshooting with quickness; thus k I = 10 m −1 · s −1 appears to be a good compromise.
In Figure 1b , we analyze the effect of load variation for this imposed k I parameter: response time and overshooting depend on the load, but no instability appeared. We then tried to simulate the same step-position closed-loop response with our nonlinear kinetic friction model for which the following parameters were considered: F s /F max = 0.1, F k /F max = 0.7 and k x  = 0.15 m/s-these values were inspired by our previous work [9] . Due to the highly nonlinear character of the corresponding differential equation to be solved, we generally were not able, by means of the software Matlab and its ordinary differential equation (ODE) libraries, to get the convergence towards the desired position. Figure 1d is presented as a non-fully successful attempt to simulate the considered problem with k I = 10 m −1 · s −1 with a time scale corresponding to the best obtained result for a reasonable computing time. The result reported in Figure 1d does not mean that the simulated system cannot converge towards the desired position but, after having tested the different Matlab ODE libraries without finding the good software solution, we did not try looking for a more sophisticated differential simulation method; it was preferred concentrating on experimental testing. However, beyond these difficulties for simulating our closed-loop controller in every situation, three main points, according to research, are highlighted by simulation that we will attempt to verify in further reported experiments: stability, absence of overshooting and relatively close response times in a large range of loads. 
Closed-Loop Stability Analysis
In order to better understand closed-loop stability, we propose applying to our nonlinear system a classic linearization around the desired position considered a system's equilibrium point. We will limit, in a first step, our analysis to the linear viscous friction case. From Equation (3) we derive:
Let us define the state variables as follows:
. As a consequence, the linearization will be realized around a zero-equilibrium point x 1d = x 2d = x 3d = 0 in such a way that
From Equation (10), the following state representation is deduced in which the term in 2 3 x corresponding to a 2 3  term was neglected:
In a classic way, we can deduce the matrix relationship where I 3 is the 3 × 3 unit matrix and λ a complex variable. We get:
Analyzing the system stability from this equation has, however, a meaning only if all coefficients are constant. This can be made from a simple physical interpretation of Int(x 3 ): let us assume that the system transitory state takes a finite amount of time to put the system from its initial position to the neighborhood of x d with the  -accuracy, and that this time is long enough for its change resulting from the  -vector to be negligible. In this case we can write:
where u d is the unique closed-loop control value corresponding to the equilibrium x d position and given by:
By reporting Equations (14) and (15) into (13), we get:
It is now possible to apply the classic Routh-Hurwitz stability criterion peculiar to a third order system in the form 0
: the system is stable if and only if A > 0, B > 0, C > 0 and AB > C. In our case, these conditions can be gathered in the following relationship:
Two important facts can be deduced from this stability condition: the higher the load M is, the more stable the system is; the closer the desired position is to x max , the more stable the system is. If we apply this formula to the numerical values used in previous simulations, a limit k I value of about 363 m −1 · s −1 is deduced; in fact, this parameter induces some intermediate x values exceeding the maximum of 10 cm, leading to saturation of the muscle contraction position, which is not taken into account in our model. Moreover, it is also possible to underestimate this stability condition to get one k I -parameter-bound value which is now independent on load and desired position. On the one hand, we can write
and, on the other hand, we can consider that m < M i.e., the mobile muscle mass is low and so (1 + m/M) < 2; as a consequence, we derive the following expression of k I bound parameter now independent on load and desired position:
Its value, in the case of our simulations, is equal to about 24.5 m −1 · s −1 and is still greater than the chosen value of 10 associated to a load Mg equal to 10% the maximum force.
Is it possible to apply such analysis to our nonlinear kinetic friction model? We believe it is if we assume that, when the system is removed from its equilibrium position, its restoring velocity can be considered to be constant and equal to the initial slope of the kinetic friction versus speed relationship i.e., in accordance with our previously introduced notations:
where u d is now the control value corresponding to the following equilibrium positioning equation: (20) By using this new expression of u d in Equation (13) and substituting the initial slope of Equation (19) for f v , we get the following stability condition for k I parameter:
As stated earlier, increasing load or desired position can determine stability, but also make a large difference ) (
. This is particularly well realized in the case of the double helix braided sleeve used in McKibben artificial muscle technology. from From Equation (21), a bound-value independent of load and desired position can be made if we assume that 
Application to a Closed-Loop Robust and Accurate Control of Pneumatic McKibben Artificial Muscle Contraction
We consider three prototypes of McKibben pneumatic artificial muscle, hand-made at the laboratory, with braided sleeves made of three different materials: the first one, inspired by the historical version of the McKibben muscle, the sleeve is braided with cotton ( Figure 2a ) and its renewed, also textile version by Bridgestone (Figure 2b ) is made of twisted rayon yarns ( Figure 2c) ; the second one is made of thin plastic wires (Figure 2d ), as this is sometimes done by McKibben muscle designers; the third one uses a material never before tested, to the best of our knowledge, for McKibben muscle design-thin metal wires (Figure 2e ). These three McKibben muscles illustrate the various material possibilities for braiding McKibben muscles, from a fibrous textile material to a flexible metallic one. 
We give in Table 1 the main estimated geometric characteristics, the estimated maximum force and maximum contraction ratio for each of the three considered prototypes. In the case of the prototype made of rayon yarns, an initial braid angle of about 23° was chosen; its initial active length-i.e., the length of the artificial muscle without its metal tips-was chosen equal to about 36 cm in order to get a maximum contraction ratio of about 10 cm in working [1-5 bar] pressure range and its initial muscle radius was specified in order that the artificial muscle generates a maximum contraction force at 5 bar close to 100 daN. But, because the two last prototypes were made with recovery materials, we were not able to select geometric parameters similar to these of the first prototype. It was, however, possible to derive benefit from industrial standardization to make two identical artificial muscles with an initial braid angle estimated to about 30° which, combined with a relatively weak initial radius, limited the maximum contraction force to about 30 daN. It is only due to a lack of materials in these preliminary experiments that we chose a length of about 32 cm for these prototypes with a plastic and metal sleeve. We discussed in Section 1 original assumptions relative to frictional properties inside the McKibben braided sleeve. We propose in the next subsection a preliminary experimental study devoted to partially justifying these assumptions. Due to our actual limitations for testing plastic and metal-braided materials in similar conditions to these, we decided to limit this study to the rayon sleeve.
Experimental Friction Analysis of a McKibben Muscle Sleeve made of Rayon Yarns
Experimental studies in friction coefficient for fibers and yarns are generally performed with specific apparatus [20] . We did not try to use this kind of device because our goal was not to derive the kinetic friction coefficient yarn on yarn, but to estimate the friction inside the braided sleeve during contraction of the artificial muscle. We developed the original experimental setup shown in Figure 3 : a large sample of flattened braided sheath was attached to a fixed support, while a similar one was attached to a mobile support with a load of about 40 kg; an approximately 1 m long and powerful active McKibben muscle was used to drive this heavy mobile support by means of various step or constant slope input signals; current force and position were recorded during contraction.
The following principle was considered: if during contraction it is possible to exhibit almost constant velocity portions, the recorded artificial muscle force is a direct estimate of the kinetic friction force corresponding to this velocity, since the inertia force is then negligible. Because the load is accurately known, the kinetic friction coefficient can be estimated for different speed values. We give in Figure 4a the set of experimental points obtained in this way and its approximation by an exponential law similar to this considered in Section 2. By comparison with a classical result from textile engineering literature, shown in Figure 4b , we get very close speed constants-the k x  of our theoretical model-a little higher than 0.1 m/s but different ratios of bound-kinetic friction coefficient over static one: while it is equal to about 2 in the case of Figure 4b for the sample with finishing agent, it is equal to about 3.7 in the case of our experimental curve of Figure 4a . Such a difference could be explained by the twisted character (see Figure 2c ) of the selected yarns, but also by the fact that friction occurs between yarns put in different directions imposed by the double helix structure of the sheath. Moreover, and although experimental proofs are still missing, this is an interesting fact: although a ratio higher than this is generally given in classic textile engineering data, this ratio is still lower than the one we empirically considered to accurately estimate a full dynamic model of the McKibben muscle contraction: in our 2000 study [9] , a similar ratio of 7 was used to be in accordance with the damped character of a prototype whose sleeve was braided with the same rayon-twisted yarns. This could suggest that the double helix structure-yarns alternatively sliding above and below their neighbors-would amplify the -textile character‖ of the friction phenomena inside the sleeve by increasing the ratio bound-kinetic friction coefficient over static friction coefficient. Furthermore, as previously analyzed in our paragraph devoted to stability analysis, a large value of this ratio combined with a relatively high speed constant are two stability factors for our single integral action-based closed-loop controller. 
Experimental Closed-Loop Positioning Control of McKibben Artificial Muscle Contraction with a Single Integral Action
The relevance and efficiency of our proposed controller was experimentally tested on the setup shown in Figure 5a : the pressure inside the artificial muscle between 0 and 5 bar is generated by means of a Samson Intensity/Pressure converter-details about the role of this system in the McKibben muscle working and its dynamic behavior can be found in our previous study [9] and references therein-current muscle position is recorded by means of a highly accurate Heinheman optical rotation encoder; various weights can be loaded at the end of a chain driven by the artificial muscle thanks to a pulley on an axis which is fixed to the position encoder. It is important, on the one hand, to note that the real dynamic behavior of the Intensity/Pressure converter is much more complex than the simple linear first-order system considered in the simulation reported in Section 2. This is due to the fact that the artificial muscle's internal volume to be filled at a given pressure varies during contraction; nonetheless, we trusted the I controller to make transparent for the user the nonlinear behavior of this actuator chain component. On the other hand, we must keep in mind that, in accordance with the theoretical artificial muscle model considered earlier, a fluidic McKibben muscle is a single-effect actuator with a contraction controlled by a pressure value-in a 0-5 bar range-corresponding to a positive current value of the Intensity/Pressure converter-in a 2-20 mA range-as illustrated in Figure 5b . As a consequence, a negative control value, as in the case of a negative desired position step, generates a zero control corresponding physically to an open-loop de-swelling of the artificial muscle. The closed-loop control only becomes active again beyond the lower step level, as will be illustrated in further experiments. 
This is the reason why, in further reported step responses of experimental curves (see Figures 6 to 8) our closed-loop controller-as will be the case for any other closed-loop controller-is unable to control the failing edge of the step. Only two antagonistic artificial muscles can define a double-effect actuator, but this will be not considered in the frame of this study.
Two kinds of signals were considered for testing static and dynamic accuracy of our McKibben muscle prototypes: step signals and sinus-wave signals. In both cases, the desired position is defined as an x position of the artificial muscle which must belong to the range [0, x max ], where 0 corresponds to the initial muscle state i.e., no contraction while x max corresponds to the fully contracted state of the muscle. In the case of a step signal, the desired step position was defined between a lower bound and an upper bound. Because the first prototype made of rayon yarns is relatively long and can generate a relatively high power, we decided to distinguish a -short‖ step with x varying from 4 to 7 cm from a -long‖ step with x varying from 2 to 9 cm, giving us the possibility to test load robustness with weights varying between 1 and 15 kg. It was important to test these two kinds of steps due to the nonlinear character of the artificial muscle whose dynamic behavior is not a priori independent on the step ‖length.‖ Moreover, let us remark that with a F max estimated to 105 daN (see Table 1 ), the considered range of loads corresponds, with the notation used in section 2, to a range r M equal to about [0.01, 0.15]. In the case of the two other less powerful plastic and metal wire prototypes, we limited our analysis to a single case of a step from 1 to 5 cm making it possible to test load robustness with weights from 0.2 to 2 kg. We give in Figure 6 the experimental results obtained with our rayon McKibben muscle performing its -long‖ and -short‖ steps with a load range varying from 1 kg to 15 kg. It is worth noting that a standard k I equal to 0.0075 bar.m −1 · s −1 was considered in all reported experiments. Moreover, we give in Figure 6b and 6d a close-up of the convergence towards the desired position in order to estimate the steady-state error when load is varying. A first point can be remarked: as predicted by our theoretical analysis, for a k I value tuned at weak load, the system's stability is kept for any higher load, even when the controller becomes active again after the open-loop descending step phase. Moreover, in accordance with simulations, the artificial muscle contraction appears to be relatively robust to large load variations with a quasi-absence of overshooting and a response-time-estimated, for example, to 95% of the desired steady-state value-increasing from about 1 s for a weak load to about 2 s for a high load. From Figure 6b and 6d, a mean absolute accuracy of about 0.5 mm can be estimated, independently of load and step value. If we now consider our two other plastic ( Figure 7 ) and metal wire ( Figure 8 ) prototypes that we tested in the same experimental conditions of a step between 1 and 5 cm (for both artificial muscles, k I was tuned to 0.04 bar.m −1 · s −1 ), we again highlight the load robustness with a response time of about 1 s, albeit in a tighter load range, due to the weaker artificial muscle power. However, the important point to be emphasized is the impressive accuracy obtained in the case of the artificial metal muscle: an accuracy of 1/10 mm can be read on Figure 8b . If we now consider the case of a sinus-wave tracking, with the value of k I retuned, we find again the same load robustness, particularly well illustrated in the case of our rayon yarn-braided prototype (k I was equal to 0.015 bar· m −1 · s −1 for all loads), as shown in Figure 9a in the case of an imposed frequency equal to 0.1 Hz with embedded loads varying between 1 and 12.5 kg: the tracking position error appears to be independent on a load with a maximum value occurring at the change of direction, estimated to a little less than 1 cm. In the case of plastic and metal wire-braided prototypes, we imposed a higher frequency equal to 0.2 Hz. It is noteworthy that the range of working frequencies of a given McKibben pneumatic artificial muscle depends on the dynamic performances of the pneumatic device feeding it as on the artificial muscle volume to be filled. That is the reason why a lower frequency was used for the first muscle whose initial internal volume is about twice this of the two other prototypes. Figure 10a 
We report in Figure 10b the tracking position error during two periods, for the two muscles driving successively three loads respectively equal to 500 g, 1 kg and 2 kg. In every case the tracking position error appears to be less to this estimated in the case of the rayon-braided muscle: it belongs to a range of [−0.7 cm, +0.4 cm] in the case of the -plastic muscle‖ and to a range of [−0.4 cm, +0.3 cm] in the case of the -metal muscle.‖ On the one hand, this result suggests that the proposed I controller is adapted to a large range of braided McKibben muscles. On the other hand, it also suggests, beyond the limitations of our study, that specific braided materials could generate weak tracking position error, as this appears to be the case in our prototype braided with thin metal wires.
We also tested the ability of the controller to reject a manual perturbation: during the sinus-wave tracking, the operator manually caught the load and released it after some seconds. It can be checked in Figure 9b and Figure 10d that the system remains stable-experiment is not reported in the case of the plastic sleeve McKibben muscle but similar results were obtained-and that the real trajectory rapidly converges again on the desired one. It is worth noting that the manual perturbation is never made in a similar way at each time and so its amplitude as its duration are not the same in reported experiments but the idea in doing that is to emphasize the compliant character of the closed-loop control particularly in response to a human interaction. It can be noted that, beyond the various considered experimental conditions, the perturbation seems better damped in the case of the rayon yarn-braided muscle than in the two other cases: this could be explained by the fact that kinetic friction and, as a consequence, damping is more pronounced in the case of this prototype in comparison with the two other considered ones.
The observed similarities in step and sinus-wave responses, as the reported differences in steady state accuracy and oscillations during perturbation rejection suggest that the three considered McKibben artificial muscles follow the same damping model with different parameters. Due to the good accordance between simulated and experimental step responses in all cases, we are led to consider that the assumed nonlinear damping model would be common to the three prototypes. This is, however, a surprising conclusion because if it is expected in the case of the sheath made of rayon yarns, it is more questionable in the non-fibrous case of plastic and metal-wire sheaths. A classic explanation given in textile technology is that the increase of kinetic friction with speed emphasizes the fundamental role of the lubrication agents during sliding. At high speeds and low loads, lubrication is partly hydrodynamic and, as written by Hansen and Tabor in their analysis of hydrodynamic factors in the friction of fibers and yarns [22] : ‗It is well known that in hydrodynamic lubrication the velocity has exactly the same effect as the viscosity of the lubricant: that is, if the velocity is increased by a factor 2, the frictional behavior is exactly the same as if the velocity had been kept constant and the viscosity has been increased by a factor 2, (assuming that no other changes have been made in the system)‖. Our experimental results suggest that such hydrodynamic lubrication effect would be active in the case of a McKibben muscle sheath, whatever the material yarns or thin wires are made of. Such an assumption has to be verified by an accurate analysis of friction inside the artificial muscle braided sheath that has as of yet, to the best of our knowledge, never been undertaken. Beyond this missing understanding of friction phenomena at work during McKibben muscle contraction, a very amazing conclusion can be drawn from our experimental results: a McKibben muscle braided with thin metallic wires would give, in a closed-loop, better static and dynamic performances. Especially our prototype with our closed-loop I controller exhibits a static accuracy of about 1/10 mm, which is unexpected for a -soft actuator‖ associated with a very good load robustness inside the tested range.
Conclusions
We would like to finally highlight a double conclusion: first general a one and a then one more specifically devoted to McKibben artificial muscle technology. In a general way, we considered in this paper any rectilinear artificial muscle as being an original actuator characterized by its own stiffness proportional to control variable and an associated damping component which gives to the artificial muscle its open-loop stability. As a consequence, we suggested that a simple I controller would be relevant to control its positioning in closed-loop instead of the classic PID, with the following advantages: (1) there is no need for a dynamic model of the artificial muscle to look for high static and dynamic accuracies which are often problematic in soft actuator control; and (2) there is only a single parameter to tune which can eventually be adapted to tasks with specific compliance requirements. Although our stability analysis has to be improved, it appeared in good accordance with our experimental results. We believe that this I controller could be efficiently applied to a large class of artificial muscles if a damping component, whatever its nature, exists.
Our I controller has proved to be particularly efficient in the case of the tested pneumatic McKibben muscles. During our experiments made with three prototypes respectively braided with rayon yarns, plastic wires and metal wires, a surprising result occurred: by using thin metal wires, a static accuracy of about 1/10 mm was obtained without losing load robustness and stable perturbation rejection. Good tracking performance is also obtained with this prototype. Further experiments in friction will try to better analyze how a non-fibrous material used to braid a typical McKibben muscle sheath can behave like a textile material with damping performances apparently well more adapted to an accurate, quick and robust closed-loop control.
The simulation as experimental reported results are, however, limited to a closed-loop control of the artificial muscle contraction. A further step would be to apply this approach to a pair of antagonistic artificial muscles in order to check if similar accuracy and load robustness performances can be obtained with a -double effect‖-positive and negative rotation-artificial muscle actuator.
